
Cartridge
Pendant 4CCT

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 PD401614 14"  2700K/3000K/3500K/4000K  AB Aged Brass

 BK Black
16.5W 1120 662

Example: PD401614-BK
For custom requests please contact customs@waclighting.com

DESCRIPTION
Inspired by industrial forms and elevated by modern craftsmanship, Cartridge
makes a striking impression with its vertical column of textured cast acrylic.
Light dances through the sculptural body, creating a luminous statement
that’s equal parts architectural and artistic.

FEATURES
• Built in color temperature adjustability. Switch from
2700K/3000K/3500K/4000K
• Spin-on round canopy with minimal hardware
• Three 12" and one 6" downrods included (additional downrods available)
• May be mounted on a sloped ceiling
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  2700K/3000K/3500K/4000K

Input: 120V,50/60Hz

CRI 90

Dimming: ELV: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Title 24 JA8 Compliant, Damp Location Listed

Construction Aluminum hardware with textured acrylic

REPLACEMENT PARTS
RPL-DIF-401614 - RPL DIFFUSER PD401614

FINISHES:

  Aged Brass   Black

LINE DRAWING

Powered by TCPDF (www.tcpdf.org)

waclighting.com | Phone (800) 526.2588 | Fax (800) 526.2585 | Headquarters/Eastern Distribution Center 44 Harbor Park Drive Port Washington, NY 11050

WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. March 2026 1

http://www.tcpdf.org

	fixture: 
	catalog-1: 
	project: 
	location: 
	radio_zstyle_1: Off
	radio_zfinish_1: Off
	textbox_ZSTYLE_1: 
	textbox_ZCCT_DESC_1: 
	textbox_ZFINISH_1: 


