Fixture Type:

WAC LIGHTING 2

Honeymooner Location:
Pendant Light
Model & Size ~Color Temp ~Finish LED Watts LED Lumens Delivered Lumens
0O PD418614 3000K O AB 20W 2025 1670
0 BK

Example: PD418614-TWA-BK

For custom requests please contact customs@waclighting.com i ‘M I
DESCRIPTION

Honeymooner glows with quiet romance. Its rounded transient glass shade
diffuses a soft, velvety light that feels tender and serene. A modern ode to
timeless beauty, it's lighting that soothes the senses and warms the heart.

FEATURES

* 3000K(Default)

« Consistency of opaline glass may vary 4“

* Three 12" and one 6" downrods included for customized length _ il

* May be mounted on a sloped ceiling #
* Driver concealed within the canopy

* Driver included

* 5 year warranty

~ N
SPECIFICATIONS >
Color Temp: 3000K W
Input: 120-277V,50/60Hz
CRI 90
Dimming: ELV: 100-10% , TRIAC: 100-10% FINISHES:
Rated Life: 50,000 Hours
Standards: ETL, cETL, Title 24 JA8 Compliant, Damp Location Listed
Construction Aluminum body with opaline glass
Aged Brass Black
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REPLACEMENT PARTS

RPL-DIF-418614 - RPL INNER DIFFUSER PD418614
RPL-GLA-418614 - RPL GLASS PD418614

PD418614
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WAC Lighting retains the right to modify the design of our products at any time as part of the company's continuous improvement program. March 2026
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