
Brocade
Outdoor Sconce 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WSW119610 10"  3000K  BK Black 10.4W 176 115

Example: WSW119610-BK
For custom requests please contact customs@waclighting.com

DESCRIPTION
Brocade turns light into texture. Its perforated metal body surrounds a
glowing core, casting delicate patterns that dance across walls and
architecture. The result is a sophisticated, handcrafted statement that merges
artistry and performance.

FEATURES
• Light engine is factory sealed for maximum protection from the elements
• Weather resistant powder coated finishes
• Post mount version available(PMW119618)
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 120V,50/60Hz

CRI 90

Dimming: ELV: 100-10% , TRIAC: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Wet Location Listed

Construction Stainless steel body with glass diffuser

FINISHES:

  Black

LINE DRAWING
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Brocade
Outdoor Sconce 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WSW119618 18"  3000K  BK Black 16.2W 297 194

Example: WSW119618-BK
For custom requests please contact customs@waclighting.com

DESCRIPTION
Brocade turns light into texture. Its perforated metal body surrounds a
glowing core, casting delicate patterns that dance across walls and
architecture. The result is a sophisticated, handcrafted statement that merges
artistry and performance.

FEATURES
• Light engine is factory sealed for maximum protection from the elements
• Weather resistant powder coated finishes
• Post mount version available(PMW119618)
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 120V,50/60Hz

CRI 90

Dimming: ELV: 100-10% , TRIAC: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Wet Location Listed

Construction Stainless steel body with glass diffuser

FINISHES:

  Black
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Brocade
Outdoor Sconce 3000K

Fixture Type:

Catalog Number:

Project:

Location:

Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
 WSW119626 26"  3000K  BK Black 22.8W 478 310

Example: WSW119626-BK
For custom requests please contact customs@waclighting.com

DESCRIPTION
Brocade turns light into texture. Its perforated metal body surrounds a
glowing core, casting delicate patterns that dance across walls and
architecture. The result is a sophisticated, handcrafted statement that merges
artistry and performance.

FEATURES
• Light engine is factory sealed for maximum protection from the elements
• Weather resistant powder coated finishes
• Post mount version available(PMW119618)
• ACLED driverless technology
• 5 year warranty

SPECIFICATIONS

Color Temp:  3000K

Input: 120V,50/60Hz

CRI 90

Dimming: ELV: 100-10% , TRIAC: 100-10%

Rated Life: 50,000 Hours

Standards: ETL, cETL, Wet Location Listed

Construction Stainless steel body with glass diffuser

FINISHES:

  Black
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