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General Product InformaƟon 

           

            

Tools Required 

    

Safety InformaƟon 

 

 

 CAUTION-RISK OF FIRE 

This product must be installed in accordance with 
the applicable installation code by a person 
familiar with the construction and operation of 
the product and the hazards involved. 

USE MINIMUM 90°C SUPPLY CONDUCTORS. 

 
FREYA SMALL-MEDIUM VANITY 
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FIXTURE PARTS 
A. JuncƟon box  D. Anchors G. Screws 

B. LED driver E. Goof plate H. LED Fixture 

C. Wire Nuts F. MounƟng plate I. Shade 

INSTRUCTIONS 

I. Preparing the Fixture 

1. Separate the mounƟng plate(s) and goof plate (opƟonal) from the fixture base by removing the cap nuts and goof plate 

screws. 

2. Install the anchors as follows: 

 Place the rectangular mounƟng plate on the juncƟon box to trace and mark the locaƟons for the anchor holes. 

 Use an electric drill to drill the marked holes. 

 Insert the anchors into the holes. 

3. For either a hexagonal juncƟon box or a rectangular juncƟon box, install the rectangular mounƟng plate onto the goof 

plate using the goof plate screws. 

4. Install the boƩom cover onto the LED fixture using the provided washers and hex nuts. 

5. Connect the LED driver input wires to the supply power wires. 

6. Safety first! Locate the circuit breaker and switch it off to cut off the power supply to the relevant circuits to ensure 

there’s no electricity running through the wiring. 

7. Connect the hot driver wire (black) to the hot power line wire with a wire nut. 

8. Connect the neutral driver wire (white) to the neutral power line wire with a wire nut. 

9. Place the driver in the juncƟon box, while ensuring that the driver output wires are accessible. 

 For a hexagonal juncƟon box, install and secure the round mounƟng plate onto the juncƟon box, then secure the 

goof plate and rectangular mounƟng plate onto the round mounƟng plate. Fasten them to the wall using the 

anchor screws. 
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 For a rectangular juncƟon box, install and secure the rectangular mounƟng plate or the goof plate with the 

rectangular mounƟng plate(opƟonal) onto the juncƟon box using #6-32 screws. Fasten them to the wall using the 

anchor screws. 

10. Pull the driver output wires (red and black) out through the central hole of the mounƟng plate(s), exposing a sufficient 

length to make electrical connecƟons. 

II. Wiring the Fixture 

1. In accordance with local electrical codes, connect the fixture ground wire (bare copper or silver wire) to a suitable 

ground. This may be a green ground screw on the mounƟng plate, which the ground wire should be Ɵghtly wrapped 

around, or a house wire (green or bare copper wire without insulaƟon). 

2. Twist the bare ends of the following pairs of wires together using a wire nut to secure a connecƟon: 

a) NegaƟve fixture wire (black) to the negaƟve output driver wire (black)--(negaƟve to negaƟve) 

b) PosiƟve fixture wire (red) to the posiƟve output driver wire (red)--(posiƟve to posiƟve) 

III. Installing the Fixture 

1. Carefully tuck all the wires behind the mounƟng plate into the juncƟon box, then secure the LED fixture onto the 

mounƟng plate using the provided cap nuts. 

2. Place the shade over the boƩom cover, then slide the top cover over the shade. Align and secure them in place using 

the cover screws. 

 


